Regression test

Test run started 2026-06-22 00:37:20 UTC
Ashes version: 4.2.0
Comparing with external results

Spring test

Spring test

Load case

Time series

Error score

Result

Translational x-direction

Node [Node 1 | Tubular tower]

Displacement (u) | 0.000000

Translational x-direction negative force

Node [Node 1 | Tubular tower]

Displacement (u) | 0.000000

Translational y-direction

Node [Node 1 | Tubular tower]

Displacement (v) | 0.000020

Translational y-direction negative force

Node [Node 1 | Tubular tower]

Displacement (v) | 0.000000

Translational z-direction

Node [Node 1 | Tubular tower]

Displacement (w) | 0.000000

Translational z-direction negative force

Node [Node 1 | Tubular tower]

Translational xyz-direction

Displacement (w) | 0.000000
Node [Node 1 | Tubular tower]

Displacement (u) 0.000000
Displacement (v) 0.000000
Displacement (w) 0.000000

Rotational x-direction

Node [Node 1 | Tubular tower]

Rotational displacement (ru) | 0.000014

Rotational y-direction

Node [Node 1 | Tubular tower]

Rotational displacement (rv) | 0.000014

Rotational z-direction

Node [Node 1 | Tubular tower]

Rotational displacement (rw) | 0.000014

Translational x-direction linear

Node [Node 1 | Tubular tower]

Displacement (u) | 0.000000

Translational x-direction negative force
linear

Node [Node 1 | Tubular tower]

Displacement (u) 0.000000

Translational y-direction linear

Node [Node 1 | Tubular tower]

Displacement (v) 0.000020

Translational y-direction negative force
linear

Node [Node 1 | Tubular tower]

Displacement (v) 0.000000

Translational z-direction linear

Node [Node 1 | Tubular tower]

Displacement (w) 0.000000

Translational z-direction negative force
linear

Node [Node 1 | Tubular tower]

Displacement (w) 0.000000

Translational xyz-direction linear

Node [Node 1 | Tubular tower]

Displacement (u) 0.000000

Displacement (v) 0.000000




Displacement (w) 0.000000

Rotational x-direction linear

Node [Node 1 | Tubular tower]

Rotational displacement (ru) | 0.000014

Rotational y-direction linear

Node [Node 1 | Tubular tower]

Rotational displacement (rv) | 0.000014

Rotational z-direction linear

Node [Node 1 | Tubular tower]

Rotational displacement (rw) | 0.000014

Translational x-direction 6x6

Node [Node 1 | Tubular tower]

Displacement (u) | 0.000000

Translational x-direction negative force
6x6

Node [Node 1 | Tubular tower]

Displacement (u) 0.000000

Translational y-direction 6x6

Node [Node 1 | Tubular tower]

Displacement (v) 0.000020

Translational y-direction negative force
6x6

Node [Node 1 | Tubular tower]

Displacement (v) 0.000000

Translational z-direction 6x6

Node [Node 1 | Tubular tower]

Displacement (w) 0.000000

Translational z-direction negative force
6x6

Node [Node 1 | Tubular tower]

Displacement (w) 0.000000

Translational xyz-direction 6x6

Node [Node 1 | Tubular tower]

Displacement (u) 0.000000
Displacement (v) 0.000000
Displacement (w) 0.000000

Rotational x-direction 6x6

Node [Node 1 | Tubular tower]

Rotational displacement (ru) | 0.000014

Rotational y-direction 6x6

Node [Node 1 | Tubular tower]

Rotational displacement (rv) | 0.000014

Rotational z-direction 6x6

Node [Node 1 | Tubular tower]

Rotational displacement (rw) | 0.000014

Load case: Translational x-direction

Node [Node 1 | Tubular tower]
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Load case: Translational x-direction negative force

Node [Node 1 | Tubular tower]
Displacement (u)
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Load case: Translational y-direction

Node [Node 1 | Tubular tower]



Displacement (v)
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case: Translational y-direction negative force

[Node 1 | Tubular tower]
Displacement (v)
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Translational y-direction negative force
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Load

Node
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case: Translational z-direction

[Node 1 | Tubular tower]



Displacement (w)
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Load case: Translational z-direction negative force

Node [Node 1 | Tubular tower]
Displacement (w)
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Load case: Translational xyz-direction

Node [Node 1 | Tubular tower]



Displacement (u)
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Load case: Rotational x-direction
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Node [Node 1 | Tubular tower]

Rotational displacement (ru)
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Load case: Rotational y-direction

Node

[Node 1 | Tubular tower]
Rotational displacement (rv)

0.0125 =
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Rotational y-direction

Load

Node

Time [s]

case: Rotational z-direction

[Node 1 | Tubular tower]



Rotational displacement (rw)
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Load case: Translational x-direction linear

Node [Node 1 | Tubular tower]
Displacement (u)
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Load case: Translational x-direction negative force linear

Node [Node 1 | Tubular tower]
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Load case: Translational y-direction linear

Node [Node 1 | Tubular tower]
Displacement (v)
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Load case: Translational y-direction negative force linear

Node [Node 1 | Tubular tower]



Displacement (v)
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Load case: Translational z-direction linear

Node [Node 1 | Tubular tower]
Displacement (w)

0.01

0.008 -
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Load case: Translational z-direction negative force linear

Node [Node 1 | Tubular tower]
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Displacement (w)
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Load case: Translational xyz-direction linear

Node [Node 1 | Tubular tower]
Displacement (u)
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Displacement (v)
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Translational xyz-direction linear
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Displacement (w)
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Translational xyz-direction linear

Load

Node

Time [s]

case: Rotational x-direction linear

[Node 1 | Tubular tower]
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Rotational displacement (ru)

0.0125 =

0.0075
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0.0025

Time [s]

Load case: Rotational y-direction linear

Node [Node 1 | Tubular tower]
Rotational displacement (rv)

0.0125 =

0.01 -
0.0075
0.005 -

0.0025

Time [s]

Load case: Rotational z-direction linear

Node [Node 1 | Tubular tower]

Ashes

Rotational x-direction linear

Ashes

Rotational y-direction linear
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Rotational displacement (rw)
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Load case: Translational x-direction 6x6

Node [Node 1 | Tubular tower]
Displacement (u)

0.02
0.015
] _ Ashes
0.01 — Translational x-direction 6x6
0.005 — _
ol \ ‘ \
0 3 4 5

Time [s]

Load case: Translational x-direction negative force 6x6

Node [Node 1 | Tubular tower]
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Displacement (u)
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Load case: Translational y-direction 6x6

Node [Node 1 | Tubular tower]
Displacement (v)

0.0175 [

0.015 [

0.0125 [
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L Translational y-direction 6x6
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0.005 [

0.0025 [

Time [s]

Load case: Translational y-direction negative force 6x6

Node [Node 1 | Tubular tower]
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Displacement (v)

20.015 | _ Ashes

-0.02 - Translational y-direction negative force 6x6
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Load case: Translational z-direction 6x6

Node [Node 1 | Tubular tower]
Displacement (w)

0.01

0.008 -

L i Ashes
0.006 ]

Translational z-direction 6x6
0.004
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Time [s]

Load case: Translational z-direction negative force 6x6

Node [Node 1 | Tubular tower]
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Displacement (w)
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Load case: Translational xyz-direction 6x6

Node [Node 1 | Tubular tower]
Displacement (u)
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Displacement (v)
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Displacement (w)
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Load

Node

Time [s]

case: Rotational x-direction 6x6

[Node 1 | Tubular tower]
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Rotational displacement (ru)
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Load case: Rotational y-direction 6x6

Node [Node 1 | Tubular tower]
Rotational displacement (rv)

0.0125 =

0.01 -
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Load case: Rotational z-direction 6x6

Node [Node 1 | Tubular tower]
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Rotational y-direction 6x6
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